
WARRANTY
Refer to Terms & Conditions, Limited Warranty Policy at www.wikk.com

2TRANSL300

 TECHNICAL SPECIFICATIONS

 Operating frequency  300 MHz
 Battery    12V Alkaline
    Type 23A
 Battery life   12 - 18 months
 Number of buttons  2
 Number combinations  1024
 Operating temperature  -20°F to 100°F
 Overall dimensions  1.75 x 3.00 x  
    0.50 inches
 Weight    1 ozCompatible with Wikk REC2CHAN 300/310 

receiver unit or any dip switch receiver operating 
at 300 MHz.

GENERAL INFORMATION

Wikk 2TRANSL300 is a two button visor transmitter operating at 300 MHz. The 
product fully complies with Part 15 of FCC Regulations.

PROGRAMMING & OPERATION

1) Slide the front bottom cover off of the 2TRANSL300 and loosen the screw on the 
back to remove the top front cover.
2) Using a small pointed object (such as a paperclip), set both sets of ten-digit dip 
switches on the 2TRANSL300 to match the ON/OFF dip switch positions of the 
receiver(s).  Switch set A corresponds to push button A, while set B corresponds to 
push button B.
3) Remove plastic tab from battery or place type 23A battery between the contacts 
with the correct polarity as indicated. 
4) Test the activation signal by firmly depressing Button A or B and releasing after 
the LED illuminates. If your device or system fails to respond, refer to 
troubleshooting section.
5) Reattach the front top cover and retighten the back screw. Slide the front bottom 
cover back into its original position.

TROUBLESHOOTING

Problem A: Receiver does not receive transmitter signal and transmitter LED will not 
light up. 
Solution: Change battery.

Problem B: Transmitter LED is illuminating but receiver does not respond to 
transmitter signal.
Solution: Check receiver settings, including dip switch positions, and verify the 
receiver’s input power supply is correct.

Problem C: Operation is weak or sporadic.
Solution: Change battery or check transmitter and receiver wiring to verify wires are 
secure and are not pinched.

 FCC ID: SU7CCS3001BV

 This device complies with Part 15 of the FCC Rules. 
 Operation is subject to the following two conditions: 
 (1) This device may not cause harmful interference.
 (2) This device must accept interference received,
 including interference that may cause undesired 
 operation.
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