
Wikk Wireless SWTRAN433

WARRANTY
Refer to Terms & Conditions, Limited Warranty Policy at www.wikk.com

SWTRAN433
INSTALLATION

1) Attach 9v battery to transmitter.
2) Press P1 on receiver until receiver beeps, release.
3) Touch black-flagged wires together and hold until receiver beeps again to verify transmitter is programmed (see receiver instructions 
for more detailed information).
4) Attach quick connects to switch.
5) Twist switch and transmitter wires together, insert into gel connector and crimp for each lead.

TROUBLESHOOTING

Problem A: Receiver does not receive transmitter signal and transmitter LED will not light up. 
Solution: Change battery.

Problem B: Transmitter LED is illuminating but receiver does not respond to transmitter signal.
Solution: Check system programming and verify the receiver’s input power supply is correct.

Problem C: Operation is weak or sporadic.
Solution: Change battery or check transmitter and receiver wiring to verify wires are secure and are not pinched.

 TECHNICAL SPECIFICATIONS

 Operating frequency		  433 MHz
 Battery				   9 Volt DC
 Operating temperature		  -20°F to 130°F

Compatible with: 
•	 Wikk REC1CHANNEL 433
        (1 Channel Receiver 433 MHz)
•	 Wikk REC VESTSEQ 433
        (2 Channel Sequencing Receiver 433 MHz)
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ATTACH QUICK CONNECTS TO SWITCH.
TWIST WIRES FOR TRANSMITTER AND SWITCH
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CONNECTORS AND CRIMP.

GEL WIRE
CONNECTORS

QUICK CONNECT 
LEAD WIRES

TRANSMITTER
LEAD WIRES

ANTENNA

QUICK CONNECTS SUPPLIED WITH EVERY WIKK SWITCH


